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General Specifications Ordering Details
= Aluminium (silver anodized) encdosure 7
* Registered trammed perspex slab with easy change sign pad Product Code Model :mm’ r::‘::"’ Light Source  Duration
* Single and/or double sided available ! |
= Designed forindoor use UILZINC-M3 10 M Chain
* Long life LED technology (= 100.000 hours) UILBR(-M310 Maintained Sracket
* Recessed, wall bracket or ceiling bracket, suspended UTLANK- ’“'0 Standard Recessed
* Central monitoring & Self-Test available with DALl models V % ™ 10dED
= Manufactured to comply with EN60598-2-22 Non-Maintained %0 Lumen)
= ENEC Certification by TUV-Rheinland UTLANK-NM3 10 ) k
LUTLZCMBI0ST L -
Technical Specifications __ Sellest | ot tained
System Mode : Maintained & Non-Maintained operating modes ST
for standart models, switchable maintained  UTLZNC-5M320-DALI — ! adfD
{M/NM together) operating modes for DALI UTLERS-SM320-DALL DALI Switchable Maintained | (120 Lumen)
models UTLARK-SM320-DAL| (M/NMtogether! | Recessed-|
Input Voltage + 230V, 50/60Hz UTLZNC-1024 14y | Chain
24V or 230V AC/DC (centrally powered) UTLBRY-1024 e | Bracket |
Light Source : 10 xLed (60 Lumen), UTLANK-1024 3 | Recessed | 10dLED Cantally
20 x Led (120 Lumen) for DALI models UTLZNC-1030 Central i Chaln (60 Lumen)  Powered
Charging Indicator  : Green LED UTLBRE-10230 ;.’0‘\: Bracket
Fault Indicator : Red LED (DALI & Self-Test models only) UILANK-10230 e Sicsced
Battery : High temp Ni-Cd battery block, PLE-UTLTI Trammed Perspax Slabw with znuwgn Pad, anleSMed
DALI models high temp Ni-MH battery block PLUTLT2 Trammed PerspexSlab with 2
Emergency Duration : 2 hours ‘1[7‘ T Sion pad € R
Insulation Class : Class | = gn pad ispare part) :
Protection Class $1P30 SR Yihice jod (e o
Temperature : 0-35°C PLX-UTL-DALITY Trammed Perspex Slab with Easy (hange Sign Pad, Single Sided
Enclosure /Color  : Aluminium/ Silver PLCUTLDALT? 2 oubleSided
Side Covers / Color  : Polycarbonate / Gray | PET-UTL-DALI ol
Viewing Distance : 24m, 30m (DALl models) PET-UTL-DALEWHT thle pad (spare puu
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